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Key Features

•  Active stereo 2-way speaker pair with adjustable beam 
steering

• Easy select the verticale beam direction via presets
• Very linear frequency range
• Optimized speech intelligibility
• Integrated subwoofer
• 2 × 1000 watts power capacity 
•  Automatic switch-on
•  Customized versions with height on measure for   

display height from 2400 up to 4000 mm

DLX-A 2.8 DSC AlArray
Active High-End Displayspeaker-Pair  
with Adjustable Vertical Beam Direction

Description

The DLX-A 2.8 DSC AlArray is a pair of high-end display 

speakers with an adjustable vertical dispersion direction 

for installation on large-format LCD split walls and LED 

video walls. 

Depending on the installation height of the speakers, the 

sound dispersion can be adjusted to the required listening 

area. Interference caused by sound reflections in indoor 

spaces is largely avoided.

Using our browser-based LB AUDIO CONTROL Software, 

the vertical dispersion direction can be selected and saved 

in 1° up to 3° increments within a range of -30° to +30°. 

DLX-A 2.8 DSC AlArrays have a total amplifier power of  

2 × 1000 watts and are designed for natural reproduction of 

music and speech at high volume in large indoor spaces. 

Here, the 12 × 1“ high-frequency array ensures exceptional 

clarity and speech intelligibility. 

The integrated subwoofers give DLX-A 2.8 DSC AlArrays 

an extended frequency range with powerful low-frequency 

sound. Additional subwoofers are not required.

DLX-A 2.8 DSC AlArray
Active displayspeaker-pair with integrarted subwoofers and adjustable 
dispersion characteristic are ideal for highquality reproduction of speech 
and music, even in larger indoor spaces.

Installation
 

The two-part DLX-A 2.8 DSCs 

can be mounted with the full-

range module either at the top  

or at the bottom. Numerous  

attachment points are provided 

at the rear to facilitate mounting 

on a wall or on LED video walls.

• Presentations
• Exhibitions, trade fairs
• Sales rooms

Fields of Application

•  Conference rooms 
•  Media rooms
• Stand-alone solutions
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Principle  Active DSP-Multichannel line array pair 
with adjustable vertical beam direction  
setting by using our DSC Control software

Components  12 × 1“ high-frequency line array + 4 × 
5,25“ midrange array + 4 × 5,25“ woofers 
+ 8 × 5,25“ passive radiators (per side) 

Frequency range 40...20.000 Hz

Amplifier Power 2 × 1000 watts

Maximum SPL max. 124 dB (1W/1m)

Nominal dispersion (H × V)  140° × 30° (H × V), vertical adjustable via 
Control software 

Connectors per side  Symmetrical input, RJ 45 Ethernet, 
 pluggable screwtype terminals to passive 
speaker and extern power supply

Connection subwoofer module   10-pole connection cable with   
 screwtype terminals, length 0.5 m

Input sensitivity +4 dB sym., input impedance 10 kOhm

Controls  LED Sleep/On, DIP-switch for Ground Lift 
and Automatic-On mode

Automatic switch-on Switch-Off with approx. 10 min. delay

Power supply  Extern power supply 24 VDC, 280 VA  
(per side)

Mains connection 90 – 240 VAC

Dimensions (B × H × T) 150 × 2400 × 170 mm  (per speaker)

Weight 2 × 35 kg  (per speaker)

Cabinet Aluminium, front precision steel grille,  
 powder coated

Fastening points Threaded inserts 8 × M 8 at back 
 (per speaker)

Warranty 5 years

Technical Data

DLX-A 2.8 DSC AlArray
Active High-End Displayspeaker-Pair with Adjustable Vertical Beam Direction

Model Order-No. Version

DL-A 2.8 DSC AlArray 1135-0001  Standard, height 2400 mm, 
black, pair

Customized versions with height on measure 

DL-A 2.8 DSC AlArray 4000 1135-0002 height on measure,   
  2400 – 4000 mm, black 

Fee  DL  1113-0005 Customized version fee DL  
  (one-time charge per display  
  type and order)

LB AUDIO CONTROL Software
Browser-based Software for our new  DSPs
Interface: Ethernet – Operating system: Windows
Download www.lb-lautsprecher.de/de/download-software

Customized versions:  
Individual display speakers from  
2400 mm up to 4000 mm height



Datasheet Page 3 

LB Lautsprecher und Beschallungstechnik GmbH · Kapellenstr. 10 · 85622 Feldkirchen · Tel +49 89 1893109-0 · Fax -29 · info@lb-lautsprecher.de · www.lb-lautsprecher.de

DLX-A 2.8 DSC AlArray
Active High-End Displayspeaker-Pair with Adjustable Vertical Beam Direction

Dimensions
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Fullrange module bottom
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Power supply 24 V 280 watts

22046

95

2400 m
m

DLX-A 2.8 Standard
Fullrange module top

DLX-A 2.8 Customized version
Fullrange module bottom

DLX-A 2.8 Customized version 
Fullrange module top

Input  L +4dBU sym. 
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RJ 45 Ethernet

Input R +4dBU sym. 

10
-p

ol
e 

Sp
ea

ke
r C

ab
le

 

RJ 45 Ethernet

Power Supply 
24 VDC 280 watts  

Power Supply 
24VDC 280 watts  

DLX-A 2.8 DSC AlArray Speaker Connection
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DLX-A 2.8 DSC AlArray
Active High-End Displayspeaker-Pair with Adjustable Vertical Beam Direction

Measuring Diagram

DLX-A 2.8  Sens. @ 1W/1m, d=4m
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Netzteil 24V 280 Watt

22046

95

2400 m
m

DLX-A 2.8 Standard
Fullrange-Modul oben

DLX-A 2.8 Sonderlänge
Fullrange-Modul unten

DLX-A 2.8 Sonderlänge
Fullrange-Modul oben

Input  L +4dBU sym. 
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RJ 45 Ethernet

Input R +4dBU sym. 
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RJ 45 Ethernet

Power Supply 
24VDC 280 watts  

Power Supply 
24VDC 280 watts  

DLX-A 2.8 DSC AlArray Speaker Connection

Connection

DLX-A 2.8 DSC AlArray Speaker Connection
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DLX-A 2.8 DSC AlArray
Active High-End Displayspeaker-Pair with Adjustable Vertical Beam Direction

LB AUDIO CONTROL Software

DLX-A 2.8 DSCs are programed via Ethernet. Our browser-
based LB AUDIO CONTROL Software must be installed for this 
purpose (it can be downloaded from our website).

The dispersion direction is set by selecting a preset from the 
presets library. Angles from -30° to +30° can be selected in 1° 
up to 3° increments. 
The appropriate preset is then saved.

In addition to selection of the dispersion direction, the DSP 
also provides the usual setting options such as parametric 
EQs, delays, compressors, and limiters.

Interface: Ethernet – Operating system: Windows

Download from our website: 
www.lb-lautsprecher.de/en/Download-Software

LB AUDIO 
CONTROL

Browser-based Software
for our new  DSPs
Interface: Ethernet

Download 
www.lb-lautsprecher.de
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